
 

 

 

 

PRODUCT   RELEASE – ON
® 

CHUCK PASTE 

  

 

                   

APPLICATION  

  

For assembly lubrication of friction and    sliding surfaces under 

 heavy, jerky and vibrating stress. Used for lubricating chuck jaw of  

machine tools. 
 

BENEFITS 

  

1. Efficient lubricant with balanced additive combination. 

2. Prevents fretting corrosion. 

3. Long-term lubrication 

4. Resists water, steam and coolants. 
   

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

PHYSICAL PROPERTIES 

 

APPEARANCE    : Off White Grease paste 

 

BASE OIL     : Synthetic Oil (PAO) 

 

THICKENER    : Lithium Hydroxysterate /  

      White Solid Lubricant. 

 

UN WORKED PENETRATION : 265 -290 

 

TEMPERATURE RANGE  : -40 
0
 C  to  +130 

0
 C 

 

DROP POINT    : + 165
0
 C 

(ASTM D- 2265) 

 

WATER WASHOUT @+80 
0
 C, % : Completely resistant 

(ASTM D-1264)  

 

OIL BLEED AT 24 hrs, +100 
0
 C, %  : 0.4 

(ASTM D-1742) 

 

SHELF LIFE    : 24 Months 

 

 

 

METHOD OF APPLICATION 

   

Cleaned the surface thoroughly. Apply using a brush, spatula or  

        grease gun.  
 


