
 

 

 

PRODUCT :    RELEASE – ON
®

  

PREMIUM EP - 2 GREASE 

  

 It is formulated using special extreme pressure additives thickened with 

lithium 12 hydroxystearate and unique anti-wear additives, for best results 

under difficult operating conditions. 

 

APPLICATION   :  

 

 RELEASE – ON PREMIUM EP 2 grease can operate over a wide 

temperature range.  Manufactured to work under tough operating conditions 

like extreme pressure, shock load, vibrations etc. For bearings operating under 

high load, for vertical and horizontal sliding lubrication applications.  

 

BENEFITS    : 

 

 Excellent load carrying capacity. 

 Protects against wear and reduces friction. 

  Excellent corrosion protection. 

 Early pump able in centralized lubrication system. 

 Resistant to cold and hot water. 

 Excellent lubricant under tough conditions. 

 

 

 

 

 

 

 

 

 



 

 

PHYSICAL PROPERTIES 

 

 

BASE     : Lithium 12 hydroxysterate/ Refined  

      mineral oil  

 

APPEARANCE   : Brownish 

OPERATING TEMPERATURE 

RANGE     : -30 
0 

 C TO  +180 
0 

 C 

NLGI     : Class 2 

DROP POINT   : +225 
O
 C 

 

UNWORKED PENETRATION : 265 -  295 

 

           SHELF LIFE    : 18 Months 


