
 

 

 

 

PRODUCT          RELEASE – ON
® 

 
               ZN- ASSEMBLY LUBRICANT                

 
It is formulated using micro fine Zinc oxide  in a special naphthenic oil 

carrier along with calcium hydroxide and additives. It can be used over 

wide temperature range and possess anti seize properties mainly used in 

all moving parts of motor assembly and rebuilding.  This is also strongly 

recommended in applications such as valve stems, pistons, rings, road 

bearings, timing gears.  It can also be used in all moving parts of diesel 

engine and internal combustion. It also act as a excellent corrosion 

protection and prevents seizure during initial start.   

 

This acts as the initial lubricant also in the working mechanism of all the 

parts before the oil lubrication place its role. It has neutral behavior and 

compatibility with all oils or grease which comes in contact with it.   It 

can be used for lubricating of press fittings, battery terminals, windshield 

wipers, hinges etc. 
 

 

 

 

 

 

 

 

 

 

 

 



 

 

PHYSICAL PROPERTIES 

 

 

APPEARANCE    : White 

 

PHYSICAL FORM   : Greasy 

 

WORKED PENETRATION  : 365 – 395 

 

CONSISTENCY    :  Class 0 

 

TEMPERATURE RANGE  : -55 
0
 C  to  +295 

0
 C 

 

SPECIAL PROPERTIES   : Resistant to oxidation and 

      Corrosion. 

      

COVERAGE    : 40 m
2
 per Kg. 

 

 

  

MODE OF APPLICATION: 

 

Clean the surface thoroughly with a wire brush and a solvent. Old 

residue and coatings should be removed completely. Apply small quantity 

by brush, by spraying or by swab.  
 


